
Hawa Porta Acoustics

De alleskunner onder de schuifdeuren kan nu nog meer. Want de nieuwe Hawa Porta Acoustics dempt de
geluidsoverdracht tot 39dB. En met een slimme afdichting rondom beschermt het tegen tocht, geuren en
lichtinval. Zijn bekende sterke punten blijven dezelfde.

Een stilte die ook mooi is om te zien

Puristisches Design dank  
unsichtbar integrierter Technik
bei maximalem Komfort.

Geluidsreductie 39 dB
Rw van ruimte tot ruimte en
minimale doorlaat van geur,
tocht en lichtinval.

Push-to-open bediening met
soft-closing zorgt voor uitstekend
bedieningsgemak.

De installatie van de deuren is eenvoudig.
het plaatsen van de schuifdeur is zelfs
mogelijk na de voltooiing van de bouw.

De complete set bestaat uit:
- Set voor 1 houten deur tot 100 kg
- Looprail 2500 mm
- Push-to-open
- Dempend sluitingsmechanisme
- Afdekkap
- Afdichtingsset links of rechts
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100 HMT Pocket Acoustics

Installatievoorbeelden

Hoogtepunten van het product

Comfort

Flexibiliteit 

Productiviteit 

Technische specificaties

Max. 100 kg (220 lbs.) 

Max. 2500 mm (8' 2 7/16'') 

750–1250 mm (2' 5 17/32'' to 4' 1 7/32'')

Speling binnenin (LMB) 

39–45 mm (1 17/32'' to 1 25/32'') 

 

100 HMT Pocket Acoustics

Installation examples

Fitting for top-running wooden doors up to 100 kg (220 lbs.), with surface mounted 
running track or running track flush with the ceiling. Sound attenuation. 
Ceiling mounting. Wall pocket solution.

Product highlights

Comfort Outstanding living comfort thanks to effective 
exclusion of sound, drafts, odors and unwanted 
light incidence

Flexibility Ceiling-integrated or surface-mounted pocket 
solutions possible

Productivity Door can be installed in pocket after construction 
is complete

Technical specifications

Max. 10 0 kg (220 lbs.) 

Max. 2500 mm (8' 2 7/16'') 

750–1250 mm (2' 5 17/32'' to 4' 1 7/32'')

Inside clearance (LMB) 

39–45 mm (1 17/32'' to 1 25/32'') 

  

100 HMT Pocket Acoustics

Set for 1 wooden door up to 100 kg (220 lbs.)

No.

Hawa Porta 100 HMD/HMT Pocket Acoustics, 
for 1 door

30430

Set consisting of: 3
0

4
3

0 No.

Running gear, ball bearing, 
rollers, plastic, white

2 057.3114.071

SoftStop Hawa Porta 
Acoustics, with retention 
spring, plastic, gray

1 30472

Stopper, with retention 
spring, plastic, gray

1 057.3073.072

Adapter for running gear, 
for SoftStop, plastic, gray

1 30218

Pan head screw, M3x8 mm 
(1/8"x5/16")

1 30359

Hexagon head screw, 
M8x36 mm (5/16"x1 13/32"), 
steel, zinc-plated

1 042.0165.101

Head cap screw, 
M8x35 mm (5/16"x1 3/8"), 
steel, zinc-plated

1 042.0175.001

Cover cap, plastic, grey 1 600.0000.533

Running gear holder, plastic, 
anthracite

2 042.0174.001

Housing, steel, zinc-plated 2 042.0166.102

Spacer, housing plastic 
anthracite

2 30361

Cover cap set, plastic, 
plastic, anthracite, 
4-piece set

1 30484

Flat countersunk 
head chipboard screw, 
4x50 mm (5/32"x1 31/32", 
steel, zinc-plated

8 30463

Accessories for set

No.

Spring loaded buffer 
Hawa Porta 60/100

27760

Running tracks

mm
(inch) No.

Running track, 
aluminum, pre-drilled

1,700
(5' 6 15/16'')

057.3016.170

2,000
(6' 6 3/4 '')

057.3016.200

2,500
(8' 2 7/16'')

057.3016.250

6,000
(19' 8 7/32'')

057.3016.600

cut to 
size

057.3016.990

Running track, 
aluminum, anodized, 
pre-drilled

2,000
(6' 6 3/4 '')

057.3016.201

2,500
(8' 2 7/16'')

057.3016.251

6,000
(19' 8 7/32'')

057.3016.601

cut to 
size

057.3016.991

Disposable cover 
to running track 
Hawa Divido 100 / 
Hawa Porta 
45/60/100, plastic, 
black

2,000
(6' 6 3/4 '')

057.3098.001

cut to 
size

057.3098.990

Components for running tracks

No.

Track cleaner, plastic, blue 057.3099.071

Key for dismounting, steel, 
zinc-plated

042.3119.101

Beslag voor bovenlopende houten deuren tot 100 kg (220 lbs.), met opliggende
looprail of looprail gelijk met het plafond. Geluidsdemping.
Plafondmontage. Opbouwoplossing.

Uitstekend wooncomfort door effectieve
uitsluiting van geluid, tocht, geuren en ongewenste
lichtinval

In het plafond geïntegreerde of opbouw
oplossingen mogelijk

De deur kan na voltooiing van de bouw in de kamer
worden geïnstalleerd.


